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1
ROUND

FIXING HOLE 
M1.6 x 1.6 DEEP
EQUI-SPACED @120°
ON 9.3 P.C.D.

NXC1

FIXING HOLE 
M1.6 x 1.6 DEEP
EQUI-SPACED @120°
ON 17.0 P.C.D.

NXD1

FIXING HOLE 
M1.6 x 1.6 DEEP
EQUI-SPACED @120°
ON 24.0 P.C.D.

2
SQUARE

3
RECTANGULAR

FIXING HOLE 1.80 THRU
C'BORE 3.2 x 1.8 DEEP
4 PLACES

NXC2

FIXING HOLE 1.80 THRU
C'BORE 3.2 x 1.8 DEEP
4 PLACES

NOT AVAILABLE

FIXING HOLE
M1.6 x 0.35 THRU
2 PLACES

NXC3

FIXING HOLE 2.80 THRU
C'BORE 4.8 x 2.8 DEEP
2 PLACES

NXB, ACTIVE AREA 22.6sqmm NXD, ACTIVE AREA 282sqmm

FIXING HOLE 1.80 THRU
C'BORE 3.2 x 1.8 DEEP
4 PLACES

NXD2

NXB1

NXB2

NXB3

NXC, ACTIVE AREA 113sqmm

Note: NX Series Nanosensors are two plate sensors. Drawing depicts Probe sensor only, Target sensor
is mechanically identical. Refer to Nanosensor Information Sheet for recommended mounting instructions.
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